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Uvod :
Dékujeme Vam, Ze jste se rozhodli zakoupit produkt
LINDR.

Bezpecnostni pokyny:

Varovani! Pfi pouziti dbejte na dodrzovani zékladnich
bezpecnostnich pokyn danych vyrobcem takového
zafizeni a o svou osobni bezpecnost.

Sanitaéni pfistroj SP 80 / SP PROFI je uréen pouze pro
sanitacivycepnich zafizeni.

NEPOUZIVEITE K JINYM UCELOM NEZ JE URCENO
VYROBCEM!

Sanitacni pristroj SP je uréen k sanitaci napojovych
vedenitlakem vody a vzduchovou vibraci. Hlavni soucasti
zafizeni je membranova pumpa s tlakem az 10 - 12 bar
u SP PROFI, umisténd v nerezovém skeletu. Na ¢elnim
panelu pfistroje jsou umisténa vstupni a vystupni
Sroubeni, dvé prlhleditka se sitky, pfepina¢ pratoku,
manometr pro zobrazeni pracovniho tlaku (pro SP
PROFI), pfisavani vzduchu (otoc¢né kolecko) a hlavni
vypinac.

K zafizeni je mozné dokoupit sadu pfislusenstvi.

8.
Sanitacni pfistroj SP
1. Prisadvani vzduchu

%
"
min/max. (oto¢né kolecko) 2

2. Hlavnivypinag 1. 3
vypnuto0/zapnuto 1. : 5.
3. Pfepinac pritoku 4. »

>

4.Vstup/ vystup sanitace.
5. Vystup/ vstup sanitace.
6. Vstup sanitacniho roztoku nebo vody.
7. Vystup sanita¢niho roztoku nebo vody.
8. Manometr (SP PROFI)

Sada pfrislusenstvi obsahuje: (nenisou&astivyrobku SP)

Mycikartace narazece KEG - bajonet 1ks
Myci kartace narazece KEG - plochy 1ks
SP 80 sanitacni kulicka 8 mm 5ks
SP PROFI sanitaéni kuli¢ka 8, 10 a 13 mm po 5ks
Myci kartac kohoutu 10 mm 1ks
Sanitacni pfipravek 1ks
Kli¢ na kohouty 1ks
Sada propojovacich hadic véetné spoj. materidlu 1 bal.
Praktickd nadoba s vikem 1ks

Zpusoby Cisténi: Sanitaéni pFistroj SP je mozné pou-
Zivat nasledujicimi zpUsoby Cisténi ndpojového vedeni.

A. Mechanicko-chemické ¢isténi

B. Chemické ¢isténi

POZOR!

PRI SANITACI MUSI BYT CHLAZENI VZDY VYPNUTO
A PROPLACHOVAT VODOU MAX. 30°C

Pfi Mechanicko-chemickém cisténi je vedenim protla-
¢ovana molitanova kuli¢ka spolec¢né s chemickym roz-
tokem. Pomoci Ctyfcestného ventilu, ktery je ovladan
mechanicky, je mozné prepinat smér prutoku sani-
tacniho roztoku v okruhu.

Toto Ize opakovat (doporuc¢ujeme opakovat 10-25 min.)
do té doby dokud pivnivedeninenizcela Cisté.

PFi chemickém cCisténi (pouze chemickym roztokem) je
postup stejny, pouze bez pouZziti sanitaéni kulicky.

Doporucujeme:
Pro naprosto dokonalé procisténi zachovejte nasledujici
postup cisténi.
1. Vyplachnuti (Cistouvodou) 1-2 min.
2.Vlastni ciSténi
(sanitaénim roztokem se sanita¢ni kulickou nebo bez
sanitacni kulicky)
3. Vyplachovani (Cistouvodou) 2-3min.
Sanitovat lze zasaditymi nebo kyselymi chemickymi
prostiedky. Pfi béZném sanitovani pouzivejte zdsaditych
sanitacnich prostfedkd s obZasnym pouZzitim kyselych
sanitacnich prostredk.
Koncentrace chemickych sanitacnich prostfedk( by méla
odpovidat doporuceni vyrobce. PFi vy$si koncentraci
muze dochdzet k vys$si pénivosti a tim ke sniZeni Cisticiho
Ucinku.

-
Doporucené Cistici prostfedky:
Zasadité: - = u
Dopiline Lux, Cip, Desana
Kyselé: B
Cip, Dopiline Acid 3

Pomiicky:

- Propojovaci hadice véetné sroubeni ( prislusenstvi).

- 2xsanitacninadoba.

- Sanitaénikulicky (odpovidajici primér napojového ve-
deni).

- Sanitacni roztok ( respektujte doporuceni vyrobce sa-
nita¢niho pfipravku).



Postup zapojeni:

1. Sanitaéni pfistroj SP zapojte dle instrukci na obrazku
,,A” nebo,,B” str.3.

2. Pfipojte sanitaéni pfistroj SP do el.sité (230V/ 50Hz).
Zapnéte sanitacni pfistroj SP pomoci hlavniho vypinace
(viz.str.1).

POZOR! Sanitacni pfistroj nesmi pracovat “na sucho”!!
Ponofte saci koS do vody nebo sanitacniho roztoku.
Vedeni nechte proplachnout ¢istou vodou 1-2 min.
Vypnéte sanitacni pristroj SP hlavnim vypinacem (str.1).

3. Odsroubujte nédpojové
vedeni pfipojené na sani
a vlozte sanitacnikulicku.
Opét pripojte vedeni a u-
mistéte saci ko$ do nado-
by se sanitacnim rozto-
kem.

Sanitaéni kulicka

4. Zapnéte sanitaéni pfistroj SP pomoci hlavniho vy-
pinace (viz. str.1).

Sanitacni kulicka vytlaéi ze systému Ccistou vodu a za-
roven dojde k naplnéni napojového vedeni sanitacnim
roztokem. Sanitacni kulicku nechame cyklovat obéma
sméry.

Po uplynuti této doby vypnéte sanitacni pristroj SP
hlavnim vypinacem (str.1).

Umistéte saci ko$ do nadoby s ¢istou vodou.

UDRZUJTE DOSTATECNE MNOZSTVi CISTE VODY
V NADOBE!!!

5. Zapnéte sanitaéni pfistroj SP hlavnim vypinaéem
(str.1).

Sanitacni kulicka vytlaci ze systému sanitacni roztok
a zaroven dojde k naplnéni ndpojového vedeni Cistou
vodou. Sanitacni kulicku nechame cyklovat obéma
sméry 2-3 min.

Po uplynuti této doby vypnéte sanitacni pfistroj SP
hlavnim vypinacem (str.1).

6. Demontujte ndpojové vedeni a uvedte vycepni stojan
avycepnizafizeni do plivodniho stavu pfed sanitaci.

Pomucky:

Propojovaci hadice véetné Sroubeni ( pFislusenstvi).

2x sanitacninadoba.

Sanitacni roztok ( respektujte doporuceni vyrobce sani-
tacniho ptipravku).

PFi chemickém cisténi (pouze chemickym roztokem) je
postup stejny, pouze bez pouZziti sanitacni kulicky.

PIVNi KOHOUTY A NARAZECE PROPLACHNEME
SAMOSTATNE.

DODATEK K NAVODU dle 7.12 €SN EN 60335-1:

Tento spotiebi¢ mohou pouZivat déti ve véku 8 let
a starSi a osoby se snizenymi fyzickymi, smyslovymi
nebo mentadlnimi schopnostmi nebo nedostatkem
zkusenosti a znalosti, pokud jsou pod dozorem nebo
byly pouceny o pouZivani spotiebice bezpeénym
zpusobem a rozumi pfipadnym nebezpeéim. Déti si
nesméji se spotiebicem hrat. Cisténi a udribu
spotiebice provadénou uZivatelem nesméji provadét
détibez dozoru.

SP PROFI / Technické parametry:

Napajeni (V/ Hz) 230/ 50
Prikon (W) 460
Vykon éerpadla (atm.) 12
Hmotnost (kg) 11
rozméry($xvxh vmm) 180 x 380 x 270

SP 80 / Technické parametry:

Napajeni (V/ Hz) 230/ 50
P¥ikon (W) 80
Vykon cerpadla (atm.) 10
Hmotnost (kg) 3.0

rozméry($xvxh vmm) 149 x 239 x 198



Propojeni A: jednokouhoutové zafizeni

1. Propojovacihadice

2. Propojovaci hadice

3. Vstup napoj (demontujte napojové vede-
niznarazece a propojtes SP80.

4. Adaptér pivnich kohout(

5. Vstup sanitacniho roztoku nebo vody.

6. Vystup sanitacniho roztoku nebo vody.
Propojime s hadici a prepad umistéte do
odpadu drezu.)

7. Saci ko$ (Umistite do nadoby s Cistou
vodou nebo sanita¢nim roztokem.)

Propojeni B: dvoukouhoutové zafizeni

1. Propojovaci hadice

2. Propojovaci hadice

3. Vstup napoj (demontujte napojové ve-
deni z naraZece a pomoci propojovaci
rychlospojky propojte.

4. Rychlospojka pfima 9.5x9.5mm

5. Adaptér pivnich kohoutt

6. Vstup sanitacniho roztoku nebo vody.

7. Vystup sanitacniho roztoku nebo vody.
(Propojime s hadici a pfepad umistéte do
odpadu dfezu.)

8. Saci kos (Umistite do nadoby s Cistou vo-
dou nebo sanita¢nim roztokem.)




INSTRUCTIONS FOR USE
SANITIZING MACHINE

SP 80 and SP PROFI
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Thank you for choosinga LINDR product.

Safety instructions:

Warning! When using the machine please follow the
basic safety instructions given by the manufacturer and
also your personal safety. Sanitizing machine

SP 80 and SP PROFI is designed only for sanitizing of
cooling machines.

DO NOT USE FOR ANY OTHER PURPOSES THAN THOSE
SPECIFIED BY THE MANUFACTURER!

Sanitizing machine SP 80 and SP PROFI is designed for
sanitizing beverage lines with water pressure. The main
part of the machine is a membrane pump with pressure
up to 11bar, placedin a stainless steel shell. The inlet and
outlet fittings, two glass filters with strainer, flow switch,
manometer for checking of working press (SP PROFI
only), air suction(rotating knob) and the main switch are
located on the front panel of the machine.The machine
comes complete with an accessory kit.

Sanitizing machine SP

1. Air suction min/max. (ro-tating knob) 8.
2. Mainswitch OFF-0/ON-1
3. Flow switch

4.Inlet/ outlet sanitizing
5.0utlet/inlet sanitizing

6. Inlet for sanitizing solution
orwater a
7. Outlet for sanitizing soluti-
ton or water 6
8. Manometr (SP PROFI)

Accessory kit contains:
cleaning brushes for dispense

head KEG S-type 1pcs.
cleaning brushes for dispense

head KEG A-type 1pcs.
SP 80 sanitizing ball 8mm 5pcs.
SP PROFIsanitizingball8,10and 13mm eachsize 5 pcs.
claning brushes for the tap 10mm 1pcs.
Cleaning/sanitation chemical 1pcs.
Connecting set of tubes

and connecting material 1pcs.
Practical container with lid 1pcs.

Cleaning methods:
Sanitizing machine SP can be used in the following ways
of cleaning the beverage lines.

A. Mechanical and chemical cleaning

B. Chemical cleaning

ATTENTION!

WHEN SANITIZING THE COOLING MUST ALWAYS BE
SWITCHED OFF AND FLUSHED OUT WITH WATER MAX
30°C.

In the mechanical-chemical cleaning the foam ball is
pushed through together with a chemical solution. It is
also possible to switch the flow direction of the sanitizing
solution in the circuit using the four-way valve (which is
controlled mechanically). This can be repeated (we
recommend to repeat for 10-25 min.) until the beer
line is entirely clear.

When chemical cleaning (only with a chemical solu-
tion), the process is the same, only without the use of
sanitizing ball.

Werecommend:

For absolutely perfect cleaning, keep the following

cleaning procedure.

1. Flushing (with clean water) 1-2 min.

2.Self cleaning (by sanitizing solution with or with-out
the sanitizing ball)

3. Rinsing (with clean water) 2-3min.

Sanitizing can be done by alkaline or acidic chemical

solution. Normaly, use the alkaline sanitizing solution

occasionaly use an acidic sanitizing solution.

Concentrations of chemical sanitizing solutions should

correspond to the manufacturer's recommendations.

Using the higher concentrations may lead to increased

foaming and thereby to reduction of the cleaning effect.

Recommended cleaning solutions:
alkaline:

Dopiline Lux, Cip, Desana

Acidic:

Cip, Dopiline Acid

Tools:

The connecting tube including fittings (accessories).

2x sanitizing containers.

Sanitizing foam balls (corresponding to the diameter of
beverage lines).

Sanitizing solution (respect the manufacturer's
recommendations for sanitizing).



1.Sanitizing machine SP connect according to the ins-
tructionsinthe picture,, A” and,,B” see page 6.

2. Plug in the sanitizing machine SP (230V / 50Hz).
Turn on the sanitizing machine SP using the main switch
(see page4d).

Rinse the lines with clean water for 1-2 minutes.
Turn off the sanitizing machine SP with main switch (see
page4).

3. Unscrew the beverage
lines connected to the
suction and insert the
sanitizing ball. Reconnect
the lines and place a sucti-
on filter into a container
with sanitizing solution.

4. Turn on the sanitizing machine SP using the main
switch (see page 4).

Sanitizing ball pushes the clean water out of the system,
and at the same time the beverage line will be filled with
sanitizing solution. Let the sanitizing ball run through the
system both ways.

After turn off the sanitizing machine SP by the main
switch (page 4).

Place a suction filterinto a container with clean water.

MAINTAIN A SUFFICIENT QUANTITY OF CLEAN WATER
IT THE CONTAINER!

5. Turn on the sanitizing machine SP by the main switch
(page4).

The sanitizing ball will push the sanitizing solution out of
the system and that will also lead to the filling of
beverage line with clean water. Let the sanitizing ball run
through the system for 2-3 minutesin both directions.
After 2-3 minutes, turn off the sanitizing machine SP by
the main switch (page 4).

6. Disconnect the beverage line and reconnect the taps
and draftequipment.

Tools:

The connecting tubes including fittings (accessories).
2x sanitation container.

Sanitizing solution (follow the manufacturer's
recommendations for sanitizing.

When chemicaly cleaning (only by a chemical soluti-on),
the process is the same, only without theuse of
asanitizing ball..

ADDENDUM TO THE INSTRUCTION by 7.12

€SN EN 60335-1:

This appliance can only be used by children over 8 years.
People with reduced physical, sensory or mental capa-
bilities or lack of experience and knowledge should be
supervised or have been instructed to use the productin
a safe manner and understand the potential danger.
Children must not play with the appliance. Cleaning and
maintenance of the appliance should not be done by
children without supervision.

SP PROFI / Technické parametry:

Power supply (V/ Hz) 230/ 50
Power input (W) 460
Pump output (atm.) 12
Weight (kg) 11
Dimensions (w x h x d) in mm 180 x 380 x 270

SP 80 / Technical data:

Power supply (V/ Hz) 230/ 50
Power input (W) 80

Pump output (atm.) 10
Weight (kg) 3.0
Dimensions (w x h x d) in mm 149 x 239 x 198



Connection A: Machine with one tap

1. connection hose

2. connection hose

3. Inlet beverage ( remove the beverage
hose from the keg coupler and connect
it with SP 80).

4. Adapter beer taps

5. Inlet for sanitation solution or water.

6. Outlet for sanitation solution or water.
(Connect it with the overflow hose and
place it into the drain or the sink )

7. Suction filter (place into the container
with clean water or sanitation solution.)

Connection B: machine with two taps

1. connection hose

2. connection hose

3. Inlet beverage (remove the beverage
hose from the keg coupler and connect
fitting).

4. )G straight 9.5x9.5mm

5. Adapter beer taps

6. Inlet for sanitation solution or water.

7. Outlet for sanitation solution or water.
(Connect it with the overflow hose and
place it into the drain or the sink )

8. Suction filter ( place into the container
with clean water or sanitation solution.)

overflow
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